
.28 [7.1]  .02 [.5] DIA TYP.
.48±.02 12.2±0.5

A

.56 [14.2]  .02 [.5].63  [15.9]

B

.63 [15.9]

1/4-28 X 3/8 WIRE PORT SCREWS
STEEL, ZINC PLATED

#10-32 COUNTER-BORE HOLE
FOR MOUNTING TO PANEL (2 PLCS)

#10-32 HOLE FOR MOUNTING
UGB-IN-SO & UGB-B-SO
(2 PLCS)

.62±.02 15.7±0.5

.44±.02 11.1±0.5

UGB2/0-414-12

UGB2/0-414-18

UGB2/0-414-6

NOTES

1. MATERIAL: CDA-110 ELECTROLYTIC COPPER, TIN PLATED

2. UL LISTED 467 FOR GROUNDING AND BONDING EQUIPMENT

3. CSA CERTIFIED 22.2

4. CAN BE MOUNTED DIRECTLY TO PANEL OR MOUNTED USING 
    UGB-IN-SO, OR USING UGB-B-SO

5. MAXIMUM EQUIPMENT GROUNDING CONDUCTOR OF
    2/0 AWG COPPER WIRE

6. ACCEPTS MOST LUGS AND TERMINALS WITH A 1/4" [6.4] STUD
    HOLE SIZE AND A MAX. TONGUE WIDTH OF .55" [14.0]

#10-32 THREAD-FORMING
MOUNTING SCREWS  (QTY. 2)
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THIS COPY IS PROVIDED ON A RESTRICTED BASIS AND IS NOT TO BE USED IN ANY WAY DETRIMENTAL TO THE INTERESTS OF PANDUIT CORP.
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